[NOTE- PERFORMANCE AS PER ISO 9906 GRADE-2B

PERFORMANCE CURVE OF 125W24 @740 R.P.M

12SW24/X/603158
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PUMPSENSE

SW _RANGE

WORKING PRESS

16

bar

SIZE 350x300—6001EST PRESS.

24

bar

TYPE-DRY PIT NON-CLOG SEWAGE PUMP

MAX. SPHERE SIZE — 115MM|

| SPEED 740 rpm

[SHADED REGION ON THE H-Q CURVE REPRESENTS OPTIMUM SELECTION ZONE |

PUMP_ PERFORMANCE CHARACTERISTICS COMPUTED BASED ON CLEAN COLD WATER S.G 1.0

Max. Impeller Dia.|600mm
Min. Impeller Dia.|[466mm
HEAD Impeller Drg. No. [12SW24/HD003/0 HEAD
(M) Volute Drg. No. [12SW24/HDO001/0 (FT)
Minimum |Hydraulic Data |
30 Continuous Eye Area 394.4cm? Throat Area 317.5cm?
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= —-95
\\ Volute Construction — Single Volute
27:5 @ T\f50\ 6 Shaft Gr : SK-3| g7 5
25 e — \T\‘ 79
L 546mn\]\\\\\x\ Naz ~80
86
22.5 -72.5
—m [ A Y
e [T — N [T N
/ — N — \ N \72
17.5 =——466mm ~ / 57.5
TR L
12.5 % Q/ -42.5
[ \‘Q/
10 35
| | |
NPSHr
(M) | (FT) B.E.P Flow |784.5 MYHr.
J B.E.P Head [22.25 M
I 12 Speed 740 R.P.M
I Ns : 1742 US UNITS rd
[=J B 9 /
[ e
<% e ——
PO | POWER
2 600 (HP)
75 mm
0N VaY / —96
0—9 573mm
62.5 —80
50 520mm 64
575 ///é/mgmm
. 48
////// 466mm
05 %////
32
= — ———
/%
12.5 16
% 375 75 112.5 150 187.5 225 262.5 300 1ps °
0 187.5 375 _ 562.5 750 . 9375 1125 MYHr
0 750 1500 2250 3000 3750 4500 USGPM
B.E.P [ 740 RPM




