PERFORMANCE CURVE OF 10SW18H @980 R.P.M

10SW18HB/X/0810

PUMPSENSE
SW_RANGE

100 MBI 61:): Bl WORKING PRESS|12 bar
SIZE 300x250—432.5 |ES! PRESS. |18 bar

TYPE-DRY PIT NON-CLOG SEWAGE PUMP

MAX. SPHERE SIZE — 1ooMd] | SPEED 980 rpm

|SHADED REGION ON THE H-Q CURVE REPRESENTS OPTIMUM SELECTION ZONE |

PUMP PERFORMANCE CHARACTERISTICS COMPUTED BASED ON CLEAN COLD WATER S.G 1.0

HEAD Max. Impeller Dia. 432.5mm %-IFETA)D
(M) Min. Impeller Dia. 302mm
Impeller Drg. No. [10SW18H/HD003/0
Volute Drg. No. [10SW18H/HDO01/0
|Hydraulic Data |
Eye Area 319cm® Throat Area 314cm®
Impeller Width 108mm | No. of Vane 2
30 Minimum Volute Construction - Single Volute - 105
432.5mm /EQ Continuous 90
Flow
~~—_389mm - 73
~J73%
20 - 77%
— 81 % - 60
wm T — 85%
T~ T — o,
~ %
10 e — = 30
E ; 58% B
— = ~15
0 0
! . !
NPSHr
(M) (§T)
9 L 18 /
S ~
POWER - _— POWER
(1) . L] — (HP)
0. /
T - 42
30 ——
/
— | -36
25 I 389mm
/
20 ————
T  338mm -24
15
~18
302mm
10 —12
5 -6
0 0
0 50 ~ 100 | 150 200 250 300 LPS
0 150 300 | 450 600 . 750 . 900 1050 MYHr
0 750 1500 2250 3000 3750 4500 USGPM




